Submitted Model No.: _________________________________

Specific Features:

140-DST / 440-DST

Min. 2 1/2” (64 mm) Clearance to Back Splash

Min. 2 1/2” (64 mm) Max. Deck Thickness

3X 1 5/16” - 1 1/2” (33-38 mm) 
Hole Size

8” (203 mm) centers

3/8” Compression Fitting

340-DST

Min. 2 1/2” (64 mm) Clearance to Back Splash

Min. 2 1/2” (64 mm) Max. Deck Thickness

3X 1 5/16” - 1 1/2” (33-38 mm) 
Hole Size

8” (203 mm) centers

3/8” Compression Fitting

FEATURES:

• DIAMOND Seal® Technology

STANDARD SPECIFICATIONS:

• Maximum 1.8 gpm @ 60 PSI, 6.8 L/min @ 414 kPa
• “WE” models 1.5 gpm @ 60 PSI, 5.7 L/min @ 414 kPa
• Three or four hole mount (escutcheon included)
• Diamond coated ceramic cartridge
• 3/8” O.D. straight, staggered PEX supply lines
• Spout rotates 180°
• Red/blue indicator markings
• Models 340 and 440 series with spray attachment have anti-siphon device as integral part of faucet.
• Vegetable sprayer hose with matching finish sprayhead on models 340 and 440 series - 45” (1143mm) long hose.

WARRANTY

• Lifetime limited warranty on parts (other than electronic parts and batteries) and finishes: or, for commercial users, for 5 years from date of purchase.
• 5 year limited warranty on electronic parts (other than batteries); or, for commercial users, for 1 year from the date of purchase. No warranty is provided on batteries.

COMPLIES WITH:

• ASME A112.18.1 / CSA B125.1
• ASME A112.18.6
• Indicates compliance to ICC/ANSI A117.1
• Verified compliant with 25% weighted average Pb content regulations.

© 2015 Masco Corporation of Indiana